








Options and Specifications

General Applications
Light Guide

Spectral Performance - Light Guides
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Wavelengths (nm)

mm Hybrid Light Guide mmLiquid Light Guide
Active Core: 10mm Active Core: @8mm
Length: 1,500mm Length: 1,500mm

NA: 0.57 NA: 0.59

Bending Radius: R=50mm Bending Radius: R=100mm

Microscopy Applications

Light Guide

muliquid Light Guide
Active Core: @3mm

Length: 1,500mm
NA: 0.59

Bending Radius: R=40mm

Includes

- Lamp x 1
-AC cable x 1
- Instruction manual x 1

General Specifications

Model:ELS-250
Circuit Method:Forward converter switching
Input voltage:AC100 - 240V 50/60Hz
Power consumption:less than 360VA
Consumption current:2.8A(100V 50Hz)
Lamp type:Electrodeless lamp
Lamp voltage:28V(DC)
Lamp current:7.8A(DC)
Average Lamp life:10,000h
(*Defined as time to 50% of original brightness)
Lamp maintenance:Free alignment (Cartridge type)
Cooling method:Forced cooling
Shutter:Pulse motor driving
Intensity adjustment:100 - 30% (Transmittance) Continuously variable
Filter Holder (Option) :50mm dia or 50x50mm /t=1-7mm filter is usable
Emitting method:With use of light guide
Controller:Built-in
Remote control:RS232C
Recommended environment:Temperature 10 - 35 deg C, Humidity 20-80%
Dimensions:175(W) x 295(D) x 202(H) mm
Weight:6.5kg
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- 1 year waranty (excluding lamp and accessories)

Collimating Lens
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Collimating lense reduces the divergence of light
from the light guide and provide uniform light
output.

Microscope Adapter

ELS-250 is compatible with
most major microscopes;
- Nikon - Olympus
- Carl Zeiss - Leica
*Please contact us to find out an

appropriate adapter for your
microscope prior to purchasing.
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*Asahi Spectra has made every effort to ensure that the information contained in this spcification sheet is accurate. However, we accept no responsibility for
any errors or omissions, and we reserve the right to modify design, characteristics anad products at any time without obligation.
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