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Halogen llluminator

Spectral Output

Aluminum reflector type (standard)

Dichroic reflector type

Dichroic reflector type (With filter)
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Options
Light Guide Collimating Lens
The illuminating light from the FHL-101 is delivered Collimating lense reduces the divergence of light
\ . to the point of use by the light guide efficiently. N from the light guide and provide uniform light
‘/ We cary single legged light guides as well as // “. output. It is suitable for directional backlighting
N multi-legged types for different your needs. which requires clear silhouette of an object.
Spectral Performance - Light Guide X 0.5 X 1.0 X 2.0
3o Fused Silica Guide
< 80 - Core Dia:190pm dia.
3 -Numerical Aperture:0.2
C 60 - Operating Temp:<500 deg C Distance llluminated Distance llluminated Distance llluminated
g . . (mm) Area(mm) (mm) Area(mm) (mm) Area(mm)
'E 40 Hybrid Guide @ 100 12x12 100 /- 23x23 100 56x56
7] - Core Dia:50um dia. 200 26x26 200 43x43 200 86x86
S 20 -Numerical Aperture:0.57
[ -Operating Temp:<350 deg C 500 68x68 500 105x105 500 175x175
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Specifications
Model: FHL-101 Includes

Input voltage : AC90-240V 50/60Hz
Power consumption : 260V
Consumption current: 2.4A(Average)
Lamp type : Aluminum reflector halogen lamp 100W
Dichroic reflector halogen lamp 100W
Lamp life : 1000h(Average)
Intensity adjustment: 1.Variable voltage method
2 .Variable slit method
Light method : DC lighting method
Cooling method : Forced cooling
Shutter: DC solenoid driving
Emitting method : With or without use of light guide
Remote control RS232C
Recomended environment : Temperature 10-40 deg C
Humidity 20-80%
Dimensions : 155(W) x 280(D) x 120(H)mm
Weight: 3.5kg

- Halogen 100W with reflector x 1 (Aluminum or Dichroic type)
- Power supply AC cable 3m x 1

- Instruction manual x 1

- 1 year warranty (excluding lamp)
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*We accept no responsibility for any errors or omissions, and we reserve the right to modify design, characteristics and products at any time without obligation.
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