








Specifications

Includes
-Lamp *Choose UV or VIS

- Mirror Module *Choose UV or VIS
- Light Guide Adapter

- AC Cable

- Filter Fitting Tool

- Instruction Manual

- 1 Year Warranty (Excluding Lamp)
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Possible Combinations
Obtainable Throughput Ranges

Spectral Intensity

100

== Type A/250-385nm
== Type B/385-740nm

LAMP | Mirror Module | Spectral output Type
UV uv 250 - 385nm A
MAX-150 VIS 385 - 740nm B
VIS VIS 385 - 740nm B
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General Specifications

Model:MAX-150
Circuit method:Forward converter switching
Input voltage:AC90 - 240V 50/60Hz
Power consumptio:Less than 280VA at AC240V 50Hz
Lamp type:Xenon lamp 150W
Lamp voltage:12V(DC)
Lamp current:12.5A(DC)
Lamp life:500h(Average)
Lamp maintenance:Free alignment(Cartridge type)
Cooling method:Forced cooling
Shutter:Pulsed motor drive 80msec
Exposure time set:0.5 - 99999.9sec
Mirror module:UV-type, VIS-type
Intensity adjustment:100 - 5%(Transmittance)
Continuously variable
Filter wheel:8 holes *25mm dia/ t=6mm filter is usable
Emitting method:With or whitout use of light guide
Controller:Built-in
Remote control:RS232C
Recomended environment:Temperature 10 - 35 deg C
:Humidity 20 - 80%
Dimensions:179(W) x 346(D) x 255(H)mm
Weight:10kg
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Units:mm

*We accept no responsibility for any errors or omissions, and we reserve the right to modify design, characteristics and products at any time without obligation.
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